CID3710D

776 X 512
SOLID-STATE MONOCHROME VIDEO CAMERA

4 COT

FEATURES
* Contiguous pixels
* Asynchronous full-frame capture
* Superior anti-blooming

* Multiple-frame integration

* Wide spectral response

The Model CID3710D solid-state mono- head mounting feature simplifies installation in
chrome video camera features a 2:1 interlace small spaces, and the standard “C" mount lens
scanned 776H X 512V CID array in a compact, adaptor provides back-focus adjustment.
remote video head connected to the camera The CID3710D requires an external power

control unit via flexible cable supplied to length. source supplying +11 to +17VDC. The camera is

The integrated single-board layout of the also available in an "E" version using 115VAC
camera control unit and the surface mount input power for direct AC operation.
technology of the remote head deliver improved (Note: CID3710E CCU case is 1/2" taller)
performance at lower cost. A versatile camera
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SPECIFICATIONS - CID3710D

Imager Interface Signals
Imager Format Outputs 1) Video, End of Field, End of Line,

Total Pixals TT6H x 512V e H&V Drive, Composite Sync and

Displ Pixals T56H x 484V Blanking, Field 1 1D, Strobe T

Pixal Size 12.0um x 13.7um (42) Video, ALC, 14,318 MHz ER Clock

Full Well Capacity 300,000 electrons BNC Composite Video
Optical Format Mominal 11.0mm (2/3") diagonal Inputs (41} +15VDC, Composite Sync (D3),
Scanning Format RS-330, 2.1 Interlace H Drive (D4)

- - (42) V Drive (D4), Dump, Inject Inhibit,
Eﬁ:ﬁ:ﬂ Mechanical
50db (typ.) - Measured Peak Waight CCU - 0.79 kg. (28 oz.)
SignalTotal AMS Noise CH (less cable) - 0.16 kg. (5.6 oz.)
Sensitivity ﬁ:" Output ?11_“-3": F“"Tﬁm Dimensions Sea Outling Drawing
H'I‘IB“DH MEK
- Cable L -

Compasite Video IV pp terminated inio 75 ohms Mﬂmgm 2 meters (other lengths opficnal)

Black Lavel +50mV avg. (Auto Black Clamp) Lens Mount Standard C Mount

White Level +700mV (min.) {1.00" - 32 Thread)

Sync Level =~J00m\y Cameara Mount 1/4* - 20 Thraad
Geomatric Distortion 0 Connectors {J1) 25 Fin D (male)
Input Power B Watts (max.) E"ﬁ{ g ::m g WI!I ;
Input Vollage

Camera +15VDC nominal (+11.0 to +17,0) S

Lire Adapior 115VAC £ 10%, 50/60 Hz i
Input Current lﬂﬂ -+

Camera (@ 15V) <550mA avg.; 1000mA peak tum on gEEG L ]
Spectral Response See Response Curve SPﬂHSE '_“' X
Gamma 1 < _/--/ ‘\ =
Environmental B N
Temp. Rangs 2]

Operating 0°C to 50°C i N

Storage -25°C to BSOC . \
Hurmidity 0-85% Non-Condensing ]
Shock 50G (1/2 Sinewave al 10ms Duration) W T T T ',,;TH:‘,-

WAVELENGTH [nanometers)
faEi%?m -~ |" ‘3! (H]
L @ J2
23 PIN "D" =

FEMMLE

ChN
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